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ABSTRACT This article presents a sub-module topology for switched DC source cascaded multilevel
inverter configurations that require fewer switching devices and can generate a high number of voltage
levels that are suitable for renewable energy sources. The proposed sub-module topology comprises eight
semiconductor switches and four DC voltage sources that generate fifteen voltage levels. Furthermore,
the cascaded topology is presented to increase the output voltage levels and to minimize the number
of components. The proposed sub-module inverter and its cascaded topology are compared with several
multilevel inverters to indicate the advantages and drawbacks of the proposal. The comparison studies show
that the proposed topologies require fewer switching devices and gate drivers in comparison with other
multilevel inverter topologies. In addition, the proposed cascaded topology reduces the cost of the inverter
when compared to other multilevel inverter configurations. Furthermore, the power loss calculations and
the implementation of the proposed topology in grid-connected photovoltaic applications are simulated and
analyzed. Finally, the performance of the proposal is verified by simulation and experimental results for both
symmetric and asymmetric sub-module topologies as well as for the proposed cascaded topology.
INDEX TERMS DC-AC power converters, multilevel inverters, grid-connected PV inverters, photovoltaic
systems, renewable energy sources.
I. INTRODUCTION
Multi-level inverter (MLI) technology is developing quickly
due to several advantages over conventional two-level invert-
ers. These topologies are capable of generating low voltage
total harmonic distortion (THD) by increasing the number
of voltage levels. Furthermore, MLI topologies reduce the
voltage rating of power switches by sharing the DC link
voltage on power switches, and they can operate at low
switching frequencies for a given output waveform quality.
As a result, MIL can be used in grid-connected applications
The associate editor coordinating the review of this manuscript and
approving it for publication was Md. Rabiul Islam .
such as Photovoltaic (PV) Systems, Wind, Fuel Cell, Flexible
Alternating Current Transmission System (FACTS) devices,
and Electrical Vehicles (EV) [1]–[4]. The basic operation
principles of MLIs can be found in the neutral point clamped
(NPC), flying capacitor (FC), and cascaded H-bridge (CHB)
configurations [5]–[7].
The cascaded MLI configurations in the literature have
been presented in three categories: switched DC source
multilevel inverters (SDC-MLIs), switched-diode multilevel
inverters (SD-MLIs), and switched capacitor multilevel
inverters (SC-MLIs). The SDC-MLIs use multiple indepen-
dent DC voltage sources, the SD-MLIs use lots of discrete
diodes which are replaced by switches and SC-MLIs use
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several capacitors with one DC source to reduce the number
of power switches [8]–[11]. In this article, the focus is on
the presented topologies of SDC-MLIs, with the weaknesses
and strengths being discussed in the following. To achieve
a large number of voltage levels, all types of multilevel
inverters and their cascaded topologies require a high number
of components which causes some technical issues, such
as: increasing the final system cost, increasing the probabil-
ity of device failure, and requiring a switch to each driver
circuit. To overcome these issues, there has been carried
out the design of alternative MLI configurations [8]–[11].
These configurations lead to a reduction in the active compo-
nent count over conventional cascaded MLI configurations.
Several reduced single-phase SDC-MLI configurations have
been published in the literature [12]–[16]. An improved con-
figuration of the modified T-type inverter has been presented
by Samadaei et. al. in [12], which generates seventeen-levels
in asymmetrical mode with a reduced number of switches
in the symmetrical pattern in comparison with other MLIs.
The benefit of this topology is, low voltage stress because
using bidirectional power switches. Despite the fact that this
MLI generates a large number of levels (17), the number
of power switches, driver circuits and DC sources remains
high. The presented structure by Samadaei et. al. [13] is an
advanced topology [12] called a K-type inverter. The K-type
MLI generates 13 voltage levels with 14 switches, 11 drivers,
2 unequal DC sources and 2 capacitors. This topology aimed
to reduce the amount of DC power supplies by replacing two
capacitors with two DC power supplies. The drawback of this
topology is a high number of components (IGBTs, drivers)
when a large number of levels are needed. Furthermore, the
number of On-switches is high, resulting in high conduction
losses. In [14], Alishah et. al. have recommended a topology
based on a developed H-bridge module for general multilevel
inverter topologies. The benefit of this MLI is a reduction
in the number of components as well as reduced voltage
stress of the switches. The topology presented in [14] is a
general topology that can operate in both symmetric and
asymmetric modes. The benefit of this topology is the use
of bidirectional switches to reduce voltage stress, but it still
requires a large number of DC sources and components when
a large number of levels are required. In [15] by Sathik et. al.,
a reduced generalized multilevel converter topology has been
presented based on a basic unit which is able to develop as
two states (extended basic unit and cascade connection) to
decrease blocking voltage and components. The given basic
unit of this topology is an asymmetric structure and uses 10
unidirectional power switches and 4 DC power supplies to
generate 9-level. Using 10 switches to produce 9 levels is a
large number of switches that results in the need for a complex
modulation technique. In [16], by Sathik et. al. A SDC-MLI
structure has been presented with the same circuit as in [15].
This topology was developed for the asymmetric topology
to increase the number of voltage levels from 9-level to
17-level using the same components. This topology uses two
unidirectional switches instead of one bidirectional switch to
reduce the voltage stress. Although this MLI decreases the
voltage stress, it requires a high quantity of components to
produce high voltage levels.
In addition to the discussed above MLIs, recently, new
multilevel inverters have been presented based on different
objectives: reduced switches count, reduced DC sources, the
reduced voltage stress on power switches, etc.) [17]–[21]. In
[17]–[21], five different 15-level reducedMLI configurations
have been reported. Siddique et al.’s presented reduced MLI
topology in [17] that handles ten power switches to switch
three DC sources to make fifteen-voltage levels. The draw-
back of this topology is using a high number of switches.
A modular topology for symmetric MLI configurations has
been presented by Nasiri et. al. in [18]. It uses ten switches
(bidirectional and unidirectional) and seven DC sources to
make 15-level. The disadvantage of this topology is the large
number of DC sources; in a real application each DC source
requires a capacitor which increases the system’s power loss.
A modified packed U-cell multilevel inverter has been pre-
sented by Hosseinzadeh et. al. in [19] which reduced the
number of switches to generate fifteen voltage levels. The
drawback of this topology is that it cannot handle the back-
flow current due to the use of diodes in its circuit. Presented
topology by Majumdar et. al. in [20] combines a classical
five-level T-type inverter with a three-level H-bridge inverter
to reduce voltage stress on the switches. It requires nine
power switches with four extra diodes. A cascaded multi-
level inverter topology based on an extendable basic unit
has been developed by C. Dhanamjayulu et. al. in [21].
This multilevel inverter is a symmetric topology that uses
an H-bridge converter to change the polarity of the output
voltage. The H-bridge inverter that is used should endorse the
maximum output voltage magnitude that leads to an increase
in the power losses and cost of the inverter. Using two basic
units of this topology, with 16 power switches and 7 DC
sources, it can produce 15-level. Therefore, this MLI requires
a high number of components making it less efficient and
unaffordable.
Regarding switched capacitorMLIs, a newK-typeMLI has
been reported by Zeng et. al in [22]. This topology handles
one DC source and four capacitors with ten power switches
to generate 13-level. The benefit of this MLI is the self-
balancing of the capacitor’s voltages; it still needs a high
number of switching devices. Bana et. al have introduced
two hybrid MLI configurations in [23]. These hybrid MLIs
can make 13-level and 19-level with nine and eleven power
switches with six DC-sources and one capacitor, respectively.
Khan et. al have developed a symmetric step-up switch capac-
itor MLI in [24] that creates 2n+1 voltage levels. The benefit
of this MLI is the self-balancing of capacitors and using
one DC source; in contrast, it uses a high number of power
switches and capacitors to generate a high number of levels.
This article aims to propose a new symmetric and asym-
metric switched DC source MLI using fewer switching
devices and gate drivers making the control system of the
proposed topology simpler. The different arrangements of
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FIGURE 1. (a) Proposed sub-module topology; (b) all operation modes of sub-module inverter.
DC power supplies are presented for the extended cascaded
topologies. The comparison studies are performed in terms of
the number of elements (switches, drivers, diodes), isolated
DC power supplies, and total blocking voltages. The power
loss analysis of the proposed topology, the grid-connected
PV application, and selection of power switch voltage rating
are discussed. Finally, simulation and experimental results are
presented to validate the proposal.
II. PRINCIPLE OPERATION OF THE PROPOSED
SUB-MODULE TOPOLOGY
A. CIRCUIT DESCRIPTION
Fig. 1(a) indicates the power circuit of the proposed sub-
module topology. As can be seen from this figure, the num-
bers of switches and DC power supplies in the proposed
topology are eight and four, respectively. The type of power
switches S1, S2, S4, S5, S6, S8 in the proposed topology are
unidirectional, along with an insulated gate bipolar tran-
sistor (IGBT) and an anti-parallel diode while two power
switches S3, S7 are bidirectional each with an IGBT and four
diodes to conduct the back-flow current in both directions.
The circuit of the proposed asymmetric sub-module topology
is designed in such a way that only three DC supplies of V1,
V2,V3 can combine to generate positive levels. The DC power
supply of V4 is used for making more negative levels, and it
connects with V2 and V3 but cannot connect with V1 due to
short-circuiting.
B. OPERATION MODES
The proposed topology has various operating modes that
are generated by the activation of the different switching
devices. Fig. 1(b) shows the operationmodes for the proposed
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TABLE 1. All Switching States of the Proposed 15-level Sub-Module
Topology.
TABLE 2. Magnitudes of DC Power Supplies for the Proposed
Sub-Module Topology.
sub-module topology (corresponding to Table 1). Table 1
gives the synthesis of the state of the switches to generate each
level, where the 16 switching states are shown by the different
on and off switches. As can be seen in Table 1, there is one
redundancy for making zero levels. Some of the operation
modes of the proposed topology are explained as follows:
There are two states for generating zero levels in the first
mode, so switches S1, S3, S5 or S2, S6, S7 are turned on to
generate zero levels.
The second mode is for generating ±Vdc, so by turning
on the three switches S2, S6, S8 the voltage level of −Vdc is
created, and for generating−Vdc the three switches S1, S4, S5
are turned on.
In the sixteenth mode for generating the maximum voltage
level in positive and negative ±7Vdc, switches S1, S5, S8
are turned on for generating the voltage level of +7Vdc, and
for generating −7Vdc the switches S2, S4, S6 are turned on.
From this mode, it is clear that all DC voltages (V1 + V2 +
V3) are summed together to create maximum voltage levels.
Similarly, the remaining levels are obtained based on a valid
switching pattern as given in Table 1.
Dependent on the choosing magnitudes of DC power sup-
plies, the proposed topology can generate different voltage
levels, however, the sub-module topology creates seven volt-
age levels in symmetricmode by considering the samemagni-
tudes of DC power supplies of (V1 = V2 = V3 = V4 = Vdc).
The 9, 11, 13, and maximum 15 voltage levels are obtained in
asymmetric modes by considering the magnitudes of the DC
power supplies differently, as shown in Table 2.
C. TOTAL BLOCKING VOLTAGE
The maximum total blocking voltage (TBV) is an essential
factor in the design of multilevel inverter topologies. The
maximum TBV in the proposed sub-module topology is the
sum of the blocking voltages in which the power switches
suffer. The maximum TBV of the proposed sub-module
topology is obtained as follows:
TBVsub = VS1 + VS2 + . . .+ VS8 (1)
The magnitude of the maximum blocking voltage on each
switch is:
VS1 = VS2 = V2 (2)
VS3 = V1 + V2 + V4 (3)
VS4 = 2V1 + V2 + V4 (4)
VS5 = VS6 = V3 (5)
VS7 = V1 + V2 + V3 (6)
VS8 = 2V1 + V2 + V3 (7)
According to the magnitudes of the maximum blocking
voltage by each switch, the value of the maximum TBV for




VSi = 6(V1 + V2 + V3) (8)
The value of TBV can be rewritten according to the number
of levels of the proposed sub-module topology as follows:
TBVsub = 3(Nlevel − 1) (9)
III. EXTENDED CASCADED CONFIGURATIONS
A cascaded topology is the connection of an n number of
sub-module topologies as series. Then, the output voltage is
obtained by the sum of the output voltage of each sub-module
topology. The proposed cascaded topology based on the sub-
module topology is indicated in Fig. 2. The cascaded topolo-
gies are separated into two configurations: symmetric and
asymmetric topologies. In this way, the proposed cascaded
topologies based on the proposed sub-module topology are
analyzed in two shapes: symmetric and asymmetric. In the
symmetric cascaded topology, the magnitudes of all DC sup-
plies are equal to each other. As mentioned in section II, the
proposed sub-module topology generates 7-level in the sym-
metric mode. Therefore, the number of levels for symmetric
cascaded topology is expressed as follows:
NL = 6n+ 1 (10)
Here n is the number of the sub-module topology.
In an asymmetric cascaded topology, the magnitudes of all
DC supplies are different. Depending on the choosen meth-
ods of determination of DC supplies, the proposed cascaded
topology generates different voltage levels. Table 3 gives the
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FIGURE 2. Power circuit of single-phase proposed cascaded topology.
TABLE 3. Magnitudes of DC Supplies for the Proposed Cascaded Topology.
TABLE 4. All Required Parameters of Presented Multilevel Inverters for Comparison Study Correspond to DC Power Supplies Magnitude.
proposed arrangements for the magnitudes of DC supplies.
In this Table the recommended quantities of DC supplies
arrange from the minimum number to the maximum num-
ber of voltage levels, which the suggested cascaded topol-
ogy can create. For example, if two asymmetric sub-module
topologies are connected as cascades, the total number of
levels is 29-level (M2Cas) which means 14 positive levels,
14 negative levels, and zero levels. In the seventh proposed
method (M7Cas), each series sub-module topology makes
different 15 voltage levels, which means the first module
creates 15-level and the second module produces 15-level
with differentmagnitude. Consequently, this arrangement can
make 15j−1 voltage levels.
The proposed sub-module topology, CHB, and presented
MLI topologies in, [12]–[16], requires several independent
DC power supplies in the input. There are different methods
for supplying the input DC sources of the proposed topol-
ogy, some of which are illustrated in Fig. 3. Two regulation
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FIGURE 3. DC-link regulation systems; (a) multi-tap transormer;
(b) DC/DC converters; (c) multi-input multi-output buck converter;
(d) multi-input multi-output boost converter.
DC-link systems have been presented for the first time
in [25], [26] to generate distinct DC voltage source magni-
tudes. It is worthmentioning, the improved regulated DC-link
Fig. 3(a) was resented in [30] andwas suggested for amedium
voltage DC link. The presented first system (Fig. 3(a)) com-
prises an AC voltage source which can be a local power
grid, a multi-tap transformer and a diode-bridge rectifier
circuit along with DC capacitors that are usually used for
motor drive applications. The second system (Fig. 3(b)) uses
several independent DC/DC converters which are suitable
for renewable energy applications such as wind, solar, fuel
cell, etc.
The third and fourth systems (Figs. 3(c) and 3(d)) have
been presented in [28], [29] which are multi-input and multi-
output buck and boost converters which are also suitable
for renewable energy applications. Hence, we recommend
these systems (depending on the application) to regulate the
input DC-link of the proposed topology. It should be noted
that the objective of this article is to present a new sub-
module topology for the multilevel inverter configurations,
not a method to supply the DC-link voltage in the multilevel
inverters.
IV. COMPARISON OUTCOMES
To demonstrate the proposed topologies’ strengths and weak-
nesses, a comprehensive study was conducted among the
proposed topologies, CHB, and other published MLIs [8]
and [12]–[16]. The comparative studywas performed in terms
of the number of IGBTs, switches, discrete diodes, DC power
supplies, capacitors, on-state switches, the variety of DC
power supplies, and themagnitude of TBV to endorse the new
capabilities of the proposed topologies in competition with
other MLIs. Table 4 summarizes all parameters of proposed
cascaded MLIs and other cascaded MLIs that are used for
the comparison. The number of required IGBTs in each MLI
for both symmetric and asymmetric DC sources to make the
various numbers of voltage levels are represented in Fig. 4(a).
As one can see in Fig. 4(a), the proposed topologies (M1 and
M2) diminish the number of IGBTs compared to other MLIs
to produce the same voltage levels. The number of required
power switches (gate drivers) in each topology for bothmodes
of symmetric and asymmetric to create different number
levels are exhibited in Fig. 4(b). According to the figure,
it is apparent that the proposed topologies use fewer power
switches to create the maximum number of levels. The com-
parison of the number of power diodes versus the number of
levels for all MLI topologies is shown in Fig. 4(c). As can be
seen from this figure, the proposed topology requires a lower
number of diodes than other topologies. Fig. 4(d) exhibits the
required number of DC power supplies to generate different
voltage levels in all presented MLI topologies. Concerning
this figure, in the asymmetric mode, after CHB (R4, R5),
and reported MLIs [14]–[16], the proposed topology (M2)
requires a minimum number of DC power supplies to create
the same voltage levels as other MLIs. The minimum value
of the DC voltage source in the symmetric mode belongs to
the presented MLI in [13].
One of the factors that impact the cost of cascaded mul-
tilevel inverters is the variety of DC power supplies. This
factor has been introduced in [8] for the first time. After
that, it has been used in other publications for comparison.
Nvariety is the variety of DC power supplies or the number
of different voltage magnitudes of the used DC power sup-
plies in cascaded multilevel inverters. Fig. 4(e) indicates the
variety of DC power supply values for all MLI topologies
versus different voltage levels. In the symmetric mode, all
MLI topologies have the same value of 1.0 except [12], [13],
which has a high value of 2.0. In the asymmetric case, [17]
(R6) has a low value, and the proposed topology (M2)
and [12], [14], [15], [16] have almost the same value andCHB
(R4, R5) and [12] possess a maximum value than other MLI
topologies.
Fig. 4(f) presents the variation of the maximum total
blocking voltage versus the different levels in all topologies.
According to this figure, in the symmetric and asymmetric
modes, the proposed topology has a reduced (TBV) value
and it has a low value close to four recent presented topolo-
gies [12] and [14]–[16].
Further, to the above comparison, the proposed asymmetric
sub-module topology is compared with other MLIs in aspects
of required component counts to make fifteen voltage levels.
Noted, some MLIs cannot generate exactly 15-level, they
can generate 13 and 17 levels that are close to 15-level.
As depicted in Table 5, the proposed asymmetric inverter
requires a lower number of switching devices and gate drivers
than other MLIs.
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FIGURE 4. Comparison studies for both asymmetric and symmetric cascaded topologies; (a) variation of Nlevel against NIGBT ; (b) variation of
Nlevel against NSwitch; (c) variation of Nlevel against NDiode; (d) variation of Nlevel against NDC ; (e) variation of Nlevel against NVariety ;
(f) variation of Nlevel against TBVP.u.
TABLE 5. The Number of Required Components of Proposed Asymmetric
15-level Sub-Module Topology and Other Multilevel Inverter Topologies.
V. POWER LOSSES CALCULATIONS AND COMPARISON
The power losses depend on switching losses and conduction
losses [10], [12], [13]. The switching losses are dissipated
power during switching turn-on and turn-off of the power.
Losses are calculated for the switch and the anti-parallel
diode, which is highly proportional to the switching fre-
quency (fs). Turn-on and turn-off power losses for each switch




















× I × toff × Vblock,n (12)
Here, Vblock,n, I , ton, toff are the voltage of IGBT in the
off-state and on-state, the flowing current by the IGBT before
turning-off and in case of turn-on after turning-on, on-state
and off-state of IGBT, respectively. The sum of the switching
losses (PL,s,n) for each power switch is computed as follows:
PL,s,n = fs(Ps,on,n + Ps,off ,n) (13)
Here, fs is the switching frequency of power switches.
Assuming ton = toff in eqs. (11)-(13) can be written as:
PL,s,n =
2× I × ton
6
× fs × Vblock,n (14)
By considering 2×I×ton6 = c as a constant, (14) can be
written as:
PL,s,n = c× fs × Vblock,n (15)
By replacing eqs. (2)-(7) in eq. (15), the switching losses
for 15-level asymmetric sub-module topology PL,s,asymmetric
can be calculated as:
PL,s,asymmetric = c×
(
fs(V1 + 4V2 + 4V3 + V4)
+2fo(V1 + V2 + V3 + V4)
)
(16)
Here, fo is the fundamental frequency. By considering
V1 = V4 = Vdc,V2 = 2Vdc,V3 = 4Vdc to generate 15-level,
(16) can be written as:
PL,s,asymmetric = c× Vdc × (26fs + 16fo)




For the reason that fs  1626 fo, (17) can be written as:
PL,s,asymmetric = 26× c× Vdc × fs (18)
Similarly, by using eq. (15) the switching losses for a
15-level CHB converter is (56 × c × Vdc × fs). Therefore,
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FIGURE 5. Power loss study of proposed 15-level MLI topology;
(a) switching and conduction losses of power switches and diodes;
(b) temperature of the switches; (c) efficiency.
FIGURE 6. Normalized power losses against Nlevel .
the switching losses of the proposed sub-module topology are
much lower than for the CHB converter.
The conduction losses of multilevel inverters depend on the
number of switches in which they are in an on-state mode in
the current path at every time instance [12]–[14]. Therefore,
the conduction losses are obtained by calculating the number
of active devices in multilevel inverter topologies. For the
proposed sub-module topology, the maximum number of on-
state IGBT based on the switching table (see Table 1) is three.
The power loss of the proposed 15-level topology is
seen in the PLECS environment. For this study, the IGBT
IKFW40N65ES5 is chosen. The simulation results are
TABLE 6. Power Loss comparison of the proposed 15-level converter by
using standard and advanced PWM technique at output power 5[Kw].
obtained at 5[kW] output power. The input DC sources are
assumed to beV1 = V4 = 70[V],V2 = 140[V],V3 = 280[V]
and the inverter is interfaced with a pure resistance load of
23[]. A high frequencymodulation technique with a switch-
ing frequency of 2[kHz] is applied to the proposed topology
which is discussed in section VI. The power losses and tem-
perature of each switch are illustrated in Figs. 5(a) and 5(b).
The starting temperature is set to 25[◦C]. The switches
(S3, S7) lose the most power and, as a result, have a higher
temperature. The switch (S1, S2) thereafter loses much more
power. As shown in Fig. 5(c), the suggested 15-level MLI has
a total loss of 133[W] and an efficiency of 97.34% for a 5[kW]
output power. Fig. 6 displays the variation in the number
of levels against normalized power losses. As shown in the
figure, the proposed cascaded topology significantly reduces
power losses in both operation modes when compared to
other MLI topologies.
Recently, several PWM techniques have been presented for
power converters in the literature, such as standard Sinusoidal
PWM (S-PWM) and Space Vector PWM (SV-PWM), and
advanced PWM methods such as Modified Total Harmon-
ics Distortion PWM (MTHD-PWM), and Trapezoidal Total
Harmonics Distortion PWM (TTHD-PWM), etc. [31]-[34].
The advanced PWM approaches present several advantages
over the standard ones, such as low switching and conduction
loss, which improve the efficacy of the converters. Hence,
the power loss analysis of the proposed topology is presented
by two aforementioned advanced PWM methods. Therefore,
these PWM techniques are applied to the proposed 15-level
converter to show their advantage over the proposed topology.
The power loss simulation for the presented PWMmethods
and standard SPWM is performed in the PLECS environ-
ment. A comparison is made between the advanced PWM
techniques and the standard ones. Table 6 illustrates the
power losses of the proposed converter which is mutilated
by standard S-PWM, MTHD-PWM, and THTD-PWM. The
power losses are calculated for different modulation indexes
(0.8, 0.9, and 1.0) at a fixed switching frequency of 2[Khz].
As can see from this table, the conduction (PCon) and switch-
ing losses (PSw) of the standard SPWM are higher than the
presented advanced PWM methods for the proposed topol-
ogy. At modulation index 1.0, the lowest power loss is for
MTHD-PWM and then THTD-PWM.
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FIGURE 7. Proposed Control scheme for grid-connected PV application of the proposed topology.
VI. APPLICATION AND POWER SWITCHES SELECTION
EXAMPLE
A. GRID-CONNECTED PV APPLICATION OF THE
PROPOSED TOPOLOGY
The proposed topology is a general topology, the same as
other topologies of multilevel inverters that can be applied
to renewable energy sources (PV and Wind), EVs, FACTS,
etc. As an example, the proposed topology can be applied to
grid-connected PV applications due to requiring fewer power
switches and drivers, which makes the system more efficient.
Fig. 7 shows the application of the proposed topology in the
grid-connected PV system. To regulate the grid current in a
sinusoidal shape, an effective control technique is adopted
which provides a near unity power factor with the grid volt-
age. To do this, the individual DC link voltages should be kept
equal to their DC-link references (Vref ), which are assumed
to be in the ratio of 1:2:4 in variable irradiation conditions.
Therefore, two independent voltage controllers are employed
to keep track of the total DC-link voltage and the individual
DC-link voltages. As can be seen from Fig. 7, the asymmetric
input dc sources of the proposed inverter are replaced by PV
panels with different powers. The voltage of PVs is boosted
by four separate DC-DC converters with independent maxi-
mum power point tracking (MPPT) algorithms at the desired
magnitudes.
1) TOTAL DC-LINK VOLTAGE CONTROL
To inject a maximum current into the grid with a fixed
nominal voltage by the proposed inverter, the output volt-
age of the inverter is controlled by a close-loop control,
as shown in Fig. 7. The total DC-link voltage is controlled
by comparing the DC-link voltage reference (Vref ) with the
measured capacitor voltage (
∑
Vdci). It is worth nothing that
the total DC-link reference voltage can be obtained from the
sum of the PV voltages (di) and a constant coefficient which
depends on the grid voltage magnitude. Then, by tuning a
Proportional-Integral (PI) controller, the maximum current is
generated that is essential for grid-connected PV inverters.
To generate a sinusoidal reference current and track the grid
frequency, a standard phase-locked loop (PLL) control is
used, as shown in Fig. 7.
2) GRID CURRENT CONTROL
A Proportional Resonance (PR) current control method is
utilized to control the grid current. The reference current
is made by multiplying the output of PLL (i∗g), then it is
compared with the measured grid current (ig). The output
of the PR controller maximizes the current and sums it with
the grid voltage to generate a proper reference signal under
grid voltage variations. Finally, since the magnitude (V ∗L ) is
inappropriate to apply to the proposed inverter, it is scaled
down to produce the part of the reference voltage (V ∗1 ) of the
proposed asymmetric inverter.
3) INDIVIDUAL DC-LINK VOLTAGE CONTROL
In order to produce 15-level with the proposed inverter, the
ratio of DC-link voltages is kept at a binary algorithm (1:2:4)
under the environmental variations of PV panels. The overall
DC-link voltage controller is controlled at the total DC link
voltage of the inverter equal to 7Vdc. To maintain the other
DC-link voltages (Vdc2,Vdc3), which should have amplitudes
equal to 2Vdc and 4Vdc two individual voltage controllers are
added to the control system, as shown in Fig. 7. By using these
three independent (PI) controllers, the DC-link voltages can
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FIGURE 8. Proposed PS-PWM modulation technique for the proposed 15-level topology; (a) modulation block diagram; (b) reference voltage, output
waveform, carriers; (c) generated switching pulses of proposed topology based on PS-PWM.
be balanced and fixed in their references. The output of these
three PI controllers provides the proper modulation index.
The switching pulses of the proposed inverter are produced
by the proposed PWM technique which is presented in the
following.
4) PROPOSED PHASE-SHIFT CARRIER BASE PWM
MODULATION TECHNIQUE
A Phase-Shift Carrier base Sinusoidal PWM (PSC-SPWM)
modulation technique is proposed to generate switching
pulses for the proposed grid-connected 15-level multilevel
inverter. Fig. 8(a) shows the block diagram of the proposed
PSC-PWM modulation method. To produce a 15-level, four-
teen high-frequency triangular carriers with the same mag-
nitude of −1 to +1 but with different phases are defined
and compared with the modulation index (M) that has the
frequency of grid voltage. As discussed above, the mod-
ulation index (M) is generated by the presented control
system in Fig. 7. The amplitude of reference voltage (Am)
is controlled by the modulation index which is shown in
Fig. 8(b). The amplitude of modulation for the proposed
15-level MLI can be obtained from the formula Ma =
Am
Ac
, where Ac is the maximum value of carrier. The phase
shift of triangular carriers can be obtained as α = π/7.
Therefore, the seven triangular carrier that are used for
generating positive levels have phases of 0, α, 2α, . . . , 6α,
and the seven triangular carrier that are used for produc-
ing negative levels have phases π, (π + α), (π + 2α), . . . ,
(π + 6α). The triangular carriers are compared with the
specified numbers, which are related to the number of levels.
In the comparator blocks, if the modulation index (reference
signal) is greater than the carrier signal, the output of the
comparator will be ‘‘c’’, otherwise it will be ‘‘c-1’’. The
comparator output will be ‘‘-(c-1)’’ if the reference signal
is larger than the negative carrier signal, otherwise it will
be ‘‘-c.’’ The obtained signals are added together to produce
the x(t) signal displayed in Fig. 8(a). Finally, based on the
switching states of the proposed topology (Table 1), all gate
pulses are created to activate the power switches, as shown
in Fig. 8(c).
TABLE 7. IGBTs Voltages of 15-level Sub-Module Topology and 225-level
Cascaded Topology.
B. CALCULATION OF POWER SWITCHES FOR
MEDIUM-VOLTAGE APPLICATIONS
The selection of power switches in the proposed topology
is related to the voltage rating of each switch. The max-
imum operating voltage (3-phase line–line RMS voltage)
of the proposed topology is obtained by
√
1.5VIGBT ,scv/γ ,
where VIGBT ,scv is the highest standard commercial voltage
of IGBT and γ is a factor to ensure the safe operation of
the IGBT that is typically assumed as γ = 1.7. There-
fore, by the determination of the maximum IGBT voltage,
the operation voltage of the proposed topology is obtained.
By assuming that the maximum IGBT voltage in medium
voltage applications is 3.3[KV] the operation voltage of the
3-phase line-to-line RMS voltage will be 2.3[KV]. For the
single-phase system, the operation phase voltage RMS will
be 1328[V]. The consideration of the proposed topologies
is a 15-level sub-module inverter (Table 2, M5sub), and a
225-level cascaded topology consists of two series of sub-
module inverters (Table 3, M7Cas). Therefore, for such an
RMS voltage 1328[V] or maximum voltage of 1878[V], the
DC power supply magnitudes for the 15-level sub-module
inverter are: V1 = V4 = 268.28[V], V2 = 536.56[V], V3 =
1073.12[V] and for 225-level cascaded topology are: for the
first sub-module V1,1 = V4,1 = 16.76[V], V2,1 = 33.52[V],
V3,1 = 67.04[V] and for the second sub-module V1,2 =
V4,2 = 251.4[V], V2,2 = 502.8[V], V3,2 = 1005.6[V].
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TABLE 8. IGBTs and driver circuits price comparison among the proposed 15-level sub-module topology and recent 15-level MLIs for medium-voltage
applications.
FIGURE 9. Steady state simulation study; (a) grid voltage and grid current;
(b) inverter voltage; (c) grid current and reference current; (d) PV voltages,
DC-link voltages and reference DC-link voltages.
Table 7 illustrates the commercial IGBT voltage rating for
the proposed 15-level sub-module inverter and 225-level cas-
caded topology. According to Table 7, the maximum standing
voltage is related to four switches (S3, S4, S7, S8) for the pro-
posed 15-level inverter and two power switches (S4,2, S8,2)
for the proposed cascaded topology. As can be seen, the rating
of power switches is mitigated in the proposed cascaded
topology, which makes it suitable for medium-voltage appli-
cations. The price of the proposed single-phase 15-level sub-
module inverter, and recent 15-level [8], [14], [17], [18], [21]
are compared in Table 8. The selected IGBT types are indus-
trial IGBTs for medium-voltage applications with a nominal
current of 400[A] manufactured by MITSUBISHI company.
FIGURE 10. Voltage stress of switches; (a) VS1; (b) VS2; (c) VS5; (d) VS6;
(e) VS3, VS4; (f) VS7, VS8.
The cost of IGBTs (single pack) and gate driver circuits
(Semikron, dual pack) are in USD, as an example [27]. As can
be seen from the table, comparing the number of elements and
the cost, it is clear that the proposed topology requires eight
power switches and eight drivers, whereas other topologies
require more than nine power switches and drivers, resulting
in a lower cost of the proposed inverter when compared to
other recently presented MLIs except [20].
VII. SIMULATION RESULTS OF THE PROPOSED INVERTER
FOR GRID-CONNECTED PV APPLICATION
The simulation results of the proposed 15-level topology
are conducted in MATLAB/Simulink software in a single-
phase grid-connected PV system. The proposed topology is
controlled based on the suggested control scheme, which is
presented in section VI.
The PV sources are connected to the proposed topology
through four independent DC-DC boost converters which are
controlled by the P&OMPPT algorithm. The detail of single-
phase PV panels, boost converters and output filter and grid
parameters, are listed in Table 9. Fig. 9 shows the steady-state
simulation results of the grid voltage (Vg), inverter voltage
(Vinv), reference and grid currents (i∗g, ig), and PV (Vpv,i),
DC-link (VDC,i) and DC-link reference (V ∗DC,i) voltages.
In this case, the irradiance and temperature of PV sources
are set at 1000 [W/m2] and 25[◦C]. As can be seen from this
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FIGURE 11. Simulation study for irradiance variations; (a) PV irradiance; (b) PV voltages, DC-link voltages and reference DC-link voltage;
(c) inverter voltage; (d) grid current and reference current; (e) zoomed inverter voltage at decreasing irradiance from 1000 to 700[Kw/m2];
(f) zoomed inverter voltage at decreasing irradiance from 700 to 500[Kw/m2]; (g) zoomed inverter voltage at increasing irradiance
from 500 to 1000[Kw/m2]; (h) zoomed grid current at time 1[s]; (i) zoomed grid current at time 2.2[s]; (j) zoomed grid current at time 3.4[s].
figure, the grid voltage is in phase with the grid current and
all 15 voltage levels are produced by the inverter. It also shows
that the grid current tracks its reference properly. TheDC-link
voltages track the references in an asymmetric algorithm,
which confirms the accuracy of the proposed control scheme.
The steady-state simulation results of the stress voltage of
all eight power switches are shown in Fig. 10. These figures
confirm the presented eqs. (2)-(7). The highest stress voltage
is for power switches (S3, S7) which endure 400[V].
The proposed 15-level inverter is simulated and tested for
different environmental conditions of PV sources. The results
are shown in Fig. 11. As can be seen from Fig. 11(a), in the
first the irradiance and temperatures of all four PV panels
are set to 1000[W/m2] and 25 [◦C]. At t=1[s], the irradiance
of all PV panels reduces to 700[W/m2], then at t=2.2[s] it
reduces to 500 [W/m2], then finally, back to 1000[W/m2]
at t=3.4[s]. The PV, DC-link, and reference voltages are
shown in Fig. 11(b) which shows that the PV panels always
work at their maximum voltage points (VPV1 = VPV4 =
42[V ],VPV2 = 84[V ],VPV3 = 168[V ]), and all DC-link
voltages track their references (VDC1 = VDC4 = 50[V ],
VDC3 = 100[V ], VDC4 = 200[V ]) during the irradiance
changes. As a result, the inverter generates a 15-level with
a constant voltage of 350[V] during the input variations,
as shown in Fig. 11(c). The grid current waveform and
its reference are indicated in Fig. 11(d). As observed from
this figure, the grid current has a pure sinusoidal waveform
and its amplitude varies with solar irradiance variations.
Figs. 11(e) to 11(j) show the zoomed view of the inverter
voltage and grid current at the different irradiance variation
times. From these figures, it can be observed that a constant
voltage is produced by the proposed inverter during irradiance
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FIGURE 12. Simulation study for grid voltage variations; (a) grid voltage; (b) PV, DC-link and reference voltages; (c) inverter voltage; (d) grid and
reference currents.
TABLE 9. Simulation Study Parameters for Grid-Connected PV
Application.
changes, and the magnitude of grid current changes when
solar irradiance varies. These figures confirm the correctness
of operation of the proposed inverter and control system.
In addition to the input variations, the response of the
inverter to the output variations (Vg) is also conducted. The
simulation results for grid voltage variations are shown in
Fig. 12. The response of the system is evaluated by step
changes in amplitude and phase of the grid. Fig. 12(a) shows
the grid voltage variation between ±10% and also its phase
changes from 0 to +π /3. It can be seen from Fig. 12 that,
when the grid voltage amplitude varies, the inverter voltage
changes for a short time and then returns to the constant value,
but the inverter voltage increases and decreases slightly due
to the difference between the voltage of the inverter and the
grid. Besides, when the phase of grid voltage changes, the
inverter voltage remains constant and the grid current remains
in phase with the grid voltage.
VIII. EXPERIMENTAL VALIDATIONS
The simulation and experimental results for three topolo-
gies, symmetric 7-level, an asymmetric 15-level sub-module
topology, and a 29-level cascaded topology are presented to
validate the performance of the proposal. IGBTs are used as
switching devices in the topology prototype. The list of com-
ponents is used for experimental set-up is shown in Table 10.
To control switching pulses of the proposed topology, the
presented Fundamental Frequency Modulation (FFM) tech-
nique in [10] is applied to control of the proposed topologies
because it is simple and easy to implement at a high number
of levels. Additionally it uses low-frequency switching that
causes low power losses. This modulation technique uses a
sinusoidal stepped waveform with a fundamental frequency
as illustrated in Fig. 13. In this technique, by considering the
desired total number of levels NL in the proposed topologies,
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TABLE 10. Electrical Parameters of the Proposed Sub-Module 15-Level
Converter.
FIGURE 13. Proposed PS-PWM modulation technique of the proposed
15-level MLI topoogy.
FIGURE 14. The prototype picture of the proposed sub-module and
cascaded multilevel inverters.









Then, the switching angles generate the switching pulses
of the proposed multilevel inverter which are determined
separately based on the switching states in Table 1. The
step timing is chosen based on the output frequency and is
calculated offline.
The field-programmable gate array (FPGA) is used to
generate pulses, to implement the presented fundamental
frequency modulation technique for the proposed topolo-
gies. The 7-level, 15-level and 29-level switching states
are programmed by Verilog-language in Xiling software.
FIGURE 15. Simulation and experimental results of symmetric 7-level
proposed sub-module inverter; (a) simulation results of the output
waveforms of proposed 7-level inverter with R-load; (b) experimental
results of the output waveforms of the proposed 7-level inverter with
R-load; (c) simulation results with R-L load; (d) experimental results with
R-L load.
Then, the switching states transfer to Basys 2 hardware.
2[µs] dead-time is considered to avoid a short circuit.
Finally, the switching pulses move to IGBTs by optic-
wires for the proposed topology. FGH80N60FDTU IGBT
power switches are used to switch DC power supplies
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FIGURE 16. Simulation and experimental results of an asymmetric 15-level proposed sub-module inverter; (a) simulation results of the output
waveforms with R-load; (b) simulation results with RL-load (c) zoomed view of the output waveforms in 2ms; (d) experimental results of the
output waveforms with R-load; (e) experimental results with R-L load (f) zoom view of (f) in 2ms; (g) experimental output waveforms with R-L
load; (h) experimental results of the load voltage and current waveforms with a step change load; (i) step change load zoom of the output and
current waveforms.
and generate the desired output voltage to 60[], 40[mH]
AC load.
A. SEVEN-LEVEL SYMMETRIC EVALUATION
Fig. 14 is the prototype picture of the proposed sub-module
inverter with eight power switches and four equal DC
source magnitudes. The simulation and experimental results
of the symmetric 7-level sub-module inverter are shown
in Fig. 15. The magnitudes of all DC power supplies
are set at 15[V]. The output voltage and current wave-
forms of the proposed 7-level sub-module topology in
both simulation and experimental results are presented in
Figs. 15(a) and 15(b) with a pure resistance load 60[]
and presented in Figs. 15(c) and 15(d) for an R-L load
60[], 40[mH]. These figures prove the ability of the
proposed topology to supply a sinusoidal current to an
R-L load that has a sinusoidal wave. The THD percent-
age of the load voltage and current for the simulation
results of the 7-level sub-module inverter are 12.56% and
6.35%, and the experimental results are 13.14% and 6.92%,
respectively.
B. FIFTEEN-LEVEL ASYMMETRIC EVALUATION
In asymmetric sub-module topology, four DC power sup-
ply magnitudes are set by a binary algorithm (1:2:4). The
quantity of DC supplies required to create 15-level in the
experimental study corresponds to M5sub (see Table 2)
and is given in Table 10. The simulation and experi-
mental results of the 15-level sub-module topology are
shown in Fig. 16. In this case, similar to the symmet-
ric mode, the proposed inverter is evaluated in two states:
a pure resistance load and a resistance-inductive load.
Figs. 16(a) and 16(d) show the simulation and experi-
mental results of the load voltage and current waveforms
of the proposed 15-level inverter for a pure resistance
60[], and Figs. 16(b) and 16(e) and Figs. 16(c) and 16(f)
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FIGURE 17. Experimental results blocking voltages on power switches
and diodes of proposed 15-level sub-module inverter; (a) blocking
voltages of power switches S1, S2, S5, S6; (b) blocking voltages of power
switches S3, S4, S7, S8.
indicate the same for a resistance-inductive load 60[],
40[mH],respectively. From these figures, it is evident that the
proposed inverter has a good agreement with the proposed
DC power supply methods to generate 15-level and can oper-
ate in different loads. The peak output voltage and current for
a 15-level sub-module inverter are equal to 105[V], 1.73[A]
for the simulation study, and nearly 105[V], 1.7[A] for the
experimental study. The THD percentage of the load voltage
and current for the simulation results of the 15-level sub-
module inverter are 5.79% and 3.4%, and the experimental
results are 6.12% and 3.91%, respectively.
The dynamic response of the proposed 15-level inverter is
tested with a sudden load change, which is a typical test for
single-phase multilevel inverters. The experimental results of
dynamic response are presented in Fig. 16(h) and 16(i). The
value of the load changes from a 60[], 40[mH] to 40[],
60[mH]. It is clear that the proposed topology remains in
steady operation, and each output level remains unchanged.
The experimental results of the blocking voltage of all
used power switches are illustrated in Fig. 17 to approve
eqs. (2) to (7). Figs. 17(a) and 17(b) show the low blocking
voltages on power switches S1, S2 with a magnitude of 30[V],
themedium blocking voltage is on power switches S5, S6 with
the value of 60[V] and the high blocking voltage is on the four
power switches S3, S7 and S4, S8 with magnitudes of 105[V]
and 120[V], respectively.
In order to calculate the efficiency (η) of proposed topol-
ogy, the input power (Pin) and output power (Pout ) are
TABLE 11. Efficiency of the Proposed 15-level Sub-Module Inverter.
measured η = PoutPin . Table 11 shows the measured input and
output power of the proposed 15-level topology. As can be
seen in Table 11, the input DC power is obtained by the
summing of four used DC sources (177.25W) to create fifteen
levels of proposed topology. The output power is measured
by current, and voltage probes (173.4W) and the power loss
is 3.86W. Hence, the efficiency of the proposed topology
is 97.82%.
C. TWENTY-NINE-LEVEL CASCADED TOPOLOGY
The experiment results of the proposed cascaded topology
have been conducted—the proposed cascaded topology is
comprised of two proposed asymmetric sub-module topolo-
gies. The proposed asymmetric inverter with two series sub-
module inverters can make a maximum 225-level based on
the proposed method (M7Cas), as shown in Table 3, but herein
to prove the performance of cascaded configuration 29-level
is considered. The values of DC supplies are chosen to cor-
respond to proposed methods (M2Cas) that are presented in
Table 3. The first and second sub-module inverters separately
generate 15-level at different timed so the total output voltage
is the sum of these voltages equal to 29-level. The output
voltage of each sub-module topology (Vo1) and (Vo2), load
voltage (VL), and load current (IL) waveform of the 29-level
cascaded topology are indicated in Fig. 18(a). A zoomed view
of Fig. 18(a) is shown in Figs. 18(b) and 18(c). The first and
second sub-module topologies generate 15-level with a peak
of near 105[V], so the peak of the load voltage of cascaded
topology is near 210[V] with a peak current of 3.4[A]. The
THD percentage of the load voltage and load current of 29-
level cascaded topology are 1.83% and 0.87%, respectively.
The low value of THD requires a high power quality to deliver
the load.
IX. DISCUSSION
The performance of the proposed sub-module topology was
validated through simulation and experimental analysis for
both symmetric and asymmetric sources under resistance and
resistance-inductance loads and in a grid-tied PV system.
Corresponding to the presented performance analysis, the
proposed topologies are able to generate all levels based on
presented theoretical concepts and can alsowork in both oper-
ation modes as well as having good performance with a pure
sinusoidal current waveform. Evaluation of the reliability of
MLIs to apply in a real application is an essential function
of their design. In this paper, the reliability of the proposed
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FIGURE 18. Experimental results of proposed 29-level cascaded topology;
(a) output voltage of first sub-module topology Vo1, output voltage of
second sub-module topology Vo2 and load voltage and current
waveforms VL, IL in 20ms; (b) zoom of output voltages in 5ms; (c) output
voltages of first and second sub-module topologies, load voltage and
current waveforms in 2ms; (d) load voltage and load current waveforms
in 5ms.
topology is discussed in terms of control complexity and the
capability of creating a large number of levels.
A. CONTROL COMPLEXITY
Classical topologies NPC, FC, as well as the presented
topologies of [13] and [22]–[24] require several sensors
(voltage/current), costly controller, signal processing circuits,
and sophisticated control algorithm, to deal with the voltage
balance of capacitors. These will introduce complexity and
reduce reliability. Conversely, the proposed topology does
not require any capacitor to balance the capacitor voltages.
Indeed, it does not need any sensors or complicated control,
which enhances the reliability of the proposedMLI than other
MLIs that use capacitors in their circuits.
X. CONCLUSION
In this article, a reduced sub-module topology was pro-
posed for cascaded multilevel power inverters with reduced
switching devices to be applied to renewable energy sources.
The presented sub-module topology generates seven voltage
levels in symmetric sources and fifteen voltage levels in
asymmetric sources with eight switching devices. A cascaded
configuration with several DC source arrangements was
investigated to minimize the number of switching devices,
the number of gate drivers, and the cost of the inverter. The
comparison outcomes indicate that the required switching
devices for fifteen levels in the proposed sub-module topol-
ogy have been reduced by thirty-three percent in contrast to
the CHBmultilevel inverter. The cost of the proposed fifteen-
level sub-module topology was reduced compared to other
recent multilevel inverters for medium voltage applications.
In addition, in order to show flexibility and performance of
the proposed topology in grid-tied PV applications, a close-
loop control system was proposed in which the proposed
inverter was modulated with high-frequency PSC-PWM. The
obtained results from simulations and experimental valida-
tion have demonstrated that the proposed sub-module topol-
ogy and its cascaded connection are able to operate in both
symmetric and asymmetric sources with a reduced number of
switching devices and also have a good response in grid-tied
PV systems.
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